
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Features 
 

 
Benefits 

  
 
Door design and construction 
 

 
Removable full inner glass for easy cleaning 
 

 
Cast iron trivets 
 

 
Enhanced aesthetic appeal by providing a semi-
industrial appearance whilst keeping in line with the 
modern and contemporary appeal to the kitchen 
design 
 

 
Drop down grill element 
 

 
Provides greater ease when cleaning 

 
Recessed cooktop surface 
 

 
Prevents spills onto the kitchen cabinets and is easy to 
clean 
 

 
Flame Failure 
 

 
Gas will shut off when there is no continuous flame 
 

 
Optional accessories available 
 

 
• Catalytic liners 
• Stainless Steel kick-plate 
• Teppanyaki plate 
• BBQ griddle plate 
 

 
 
 

BFS120X – 120cm Freestanding Cooker 

Model Code: BFS120X 
     
Description: 120cm Freestanding Cooker, 6 burner gas 

cooktop with centre Wok and Fish Burners, 
and double electric ovens. 

 NOTE: Cooktop includes flame failure  
 
Accessories:   Optional Extras: 

• Catalytic liners   CL63 
• Kick-plate  BFS120KP 
• Teppanyaki plate BFS95TP 
• BBQ griddle plate BFS95GRI 

 
Warranty:  BLANCOCare™ 2 years parts & labour 



 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BFS120X 
120cm freestanding cooker with centre Wok and Fish burner 
 
Colour:  Stainless Steel 
 
Method of Installation: Freestanding 
 
 Dimensions (incl. Knobs) :  900H x 1200W x 612Dmm  
 
Cupboard Opening : 1205mm 
 
Bench Height : 900mm 
 
Power Requirements : 4.35kw 
 
Oven Functions : 
6 functions - Fan forces - Fan assist 
 - Fan grill - Traditional 
 - Grill  - Light 
 
Elements of Oven : 
Upper Heating element 1100 W 
Bottom Heating element 1500 W 
Grill Heating element 2400 W 
Circular Heating element 2600 W 
Cooling Fan 24W 
 
6 burner gas cooktop 
(Burner and rating in MJ/h) : Natural Gass  Propane Gas 
Centre – Wok burner 15.0 MJ/h  12.9 MJ/h 
Centre – Fish burner 11.0 MJ/h  10.8 MJ/h 
Front Left – Semi-rapid   6.6 MJ/h  6.3 MJ/h 
Rear Right – Semi-rapid  6.6 MJ/h  6.3 MJ/h 
Rear Left – Rapdi 11.0 MJ/h   10.8 MJ/h 
Front Right – Auxillary 3.8 MJ/h  3.8 MJ/h 
 
 
Gas Connection : ½” BSP Male 
 
Gas Connection Position : Rear of cooker 

Specifications 


